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ACCESS TYPE E PERSPECTIVE: HIGH VOLUME RURAL ROAD ACCESS

Gate to be recessed back
from highway sufficient
distance to allow any vehicle
using the driveway to stop
clear of the highway traffic
lanes while the gate is being
opened or closed

Ground and ditch to be
graded at 1V:6H in the
vicinity of culverts. New
culverts to be fitted with
traversable ends similar
to the one shown.
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ACCESSWAY TO STATEHIGHWAY SHOWING DESIRABLE
SISD VALUES & SIGHT LINE PLAN

ACCESSWAY TO STATEHIGHWAY DETAILED PLAN (ACCESS TYPE E)

NOTE:
· TO BE CONSTRUCTED AND SEALED (DARK GREY AREA)
· R = 15M (FREQUENT HCV USE)
· SPEED LIMIT OF 100KM/H WITH THE SHOULDER WIDENING LENGTH OF 90M FROM THE CENTRE LINE OF THE ACCESS WAY BOTH SIDES
· GATE TO BE RECESSED BACK FROM HIGHWAY SUFFICIENT DISTANCE TO ALLOW ANY VEHICLE USING THE DRIVEWAY TO STOP CLEAR OF THE HIGHWAY TRAFFIC

LANES WHILE THE GATE IS BEING OPENED OR CLOSED
· ACCESS TYPE E : HIGH VOLUME RURAL ROAD ACCESS REQUIREMENTS
· DESIGN BASIS : PLANNING POLICY MANUAL OF NZ TRANSPORT AGENCY FOR ACCESS ONTO THE STATE HIGHWAY FROM PRIVATE PROPERTY OF SEPTEMBER 2025.
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POSTED SPEED LIMIT
(KM/H)

85%ILE SPEED
(KM/H)

DESIRABLE
SISD (M)

30 40 73

40 50 97

50 60 123

60 70 151

70 80 181

80 90 226

90 100 262

100 110 300

DESIRABLE SISD VALUES TABLE

 SPEED LIMIT
(KM/H)

Distance 'd'
 (m)

100 90

90 80

80 70

70 60

Length of shoulder widening

NOTE:
· These tables are based from NZTA Planning Policy Manual for "Access onto

the state highway from private property" of September 2025 (pages 25 & 30)
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